
INSTALLATION AND MATERIAL LIST 
1. FENCE LOCATION – All boundary fences shall be offset approximately 1 foot 
onto Government property and shall become the property of the U. S. Government. 
 
2. SETTING POST – All wooden post shall be set with the large end down in true 
line on the side to which the wire is to be attached. Posts shall be imbedded in the 
ground to the depth shown on the drawings and shall be well tamped and firmly set. 
End, corner, and gate posts shall be set in concrete as indicated in the drawings. 
Posts and brace panels shall be securely braced, as indicated on the drawings, by 
timber brace securely spiked.  Double No. 9 gauge wire shall be set not more than 16 
feet center to center. Metal and wood posts shall be set as shown on the drawings. 
 
3. STRETCHING BARBED WIRE – Barbed wire shall be stretched uniformly 
tight, space as indicated on the drawings, and attached to the wooden post with one 
staple, except the top wire, which shall be double stapled. 
Staples shall be set diagonally with the wood grain and driven tight. Stranded wire 
fasteners will be used to attach the wire to all steel posts. Wire shall be made by the 
side of the post away from the area to be enclosed.  Splices shall be made by bolt 
clamp of an approved type or a wire splice made in the following manner: the ends 
of the wire shall be carried three (3) inches past the splicing tools and wrapped 
around both wires backward from the tool for at least five (5) turns. After the tool is 
removed, pull ends together and close the space occupied by it. Intermediate stay 
wires shall be installed where indicated on the drawings. 
 
4. INTERMEDIATE BRACE PANELS – Panels shall be located at any major 
division in horizontal or vertical alignment or on straight runs over ¼ mile (1,320 
feet) in length. 
5. FENCE MEASUREMENT – Fence measurement shall be made by the total 
linear feet of fence installed. 
 
6. MATERIAL S LIST: 
A. Barbed wire, 4 point, 121/2 gauge, American Made 
B. Steel “T” Post (6 ½ feet) 
C. Fasteners 
D. Wire Stays 
E. Wooden Post (5 inch Dia Top x 8 feet in length) 
F. Staples, 1 1/4 inch, 9 gauge 
G. Nails 
H. Smooth Wire, 9 gauge soft wire 
 
DEVIATIONS- Lake Manager may approve deviations that are equal to or better 
than above stated installation and materials. 
 
 
 
 



 
 
 
 
 
 



 



 


